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SEAVIEW®  Windshield Insert   INSTALLATION INSTRUCTIONS

PARTS LIST
WINDOW FRAME WITH MOTOR AND WIRE DIAGRAM

WIPER ARM AND BLADE

1/4" x  5/8" BLACK FRAME BOLTS

2 - DECK HINGES 1/4" HOLES (FRAME) AND 4 - S/S 1/4" x 3/4" BOLTS

2 - DECK HINGES 1/8" HOLES (DASH)

4 - S/S PIPE CAPS

2 - 30" LENGTHS OF S/S PIPE

1 - DASH PLUG

TOOLS SUPPLIED
1 - ALLEN KEY DRIVER

1 - HOLE PUNCH

TOOLS REQUIRED
HEAVY DUTY SCISSOR (SNIP) OR BOX CUTTER

HAMMER

SCREW GUN

MARINE GRADE SILICONE

BLACK ELECTRICIAN'S TAPE

HACK SAW OR HEAVY DUTY PIPE CUTTER

TAPE MEASURE

BLACK FELT PEN



SEAVIEW®  Windshield Insert   INSTALLATION INSTRUCTIONS

2

1/8"

1. Cut triangular hole on box as outlined, set box aside. Place bimini 
plastic window section on a table inside face up.

2. Remove S/S 1/4" x 3/4" bolts from S/S deck hinge to separate 
frames. Deck hinges will be reinstalled later. Note the location for
re-installment.

3. Place inner frame on plastic window in desired position. NOTE:
Desired window position may not necessarily be centered on plastic 
window. Position window insert for optimum line of sight and visibility. 
Trace inside edge of inner frame and mark all bolt holes with a felt pen. 

5. Punch out marked bolt holes with supplied punch tool. 6. Place box on table, triangular hole side up. Place outer frame with 
wiper arm and blade face down on box, making sure the wiper and 
blade fit into the triangular hole (to ensure a flush surface). 

4. Set aside inner frame and carefully cut out traced section. Cut on 
"outside" of traced line by at least 1/8" with a sharp heavy duty scissor 
or a box cutter.



INSTALLATION INSTRUCTIONS

3

SEAVIEW®  Windshield Insert   INSTALLATION INSTRUCTIONS

7. Run a thin unbroken bead of marine grade silicone between 
etched lines on frame. Make sure to fill set screw holes with 
silicone.

8. Carefully place bimini plastic window section onto frame, lining 
up cut edge with inside edge of frame. Using two people will make 
this step easier. CAUTION: If any silicone gets on the clear plastic, 
DO NOT wipe off. Let silicone dry completely and peel off. DO 
NOT use any solvents or cleaners.

9. Carefully place inside frame in place over bimini plastic. NOTE: 
Match "Top" to "Top" as marked on inside of frames. Bolt frames 
together with black 1/4" x 5/8" S/S bolts. 

10. Replace deck hinges using 1/4" x 3/4" S/S bolts in same location 
as removed earlier. CAUTION: Bolts should be snug, but not over-
tightened. Use a screw gun with clutch for best results.

11. Reinstall bimini plastic section with Seaview Windshield Insert 
into boat.
 

12. Measure distance from deck hinge on window to dash. Cut S/S 
pipes to correct length. NOTE: Cut pipes long enough to supply 
upwards pressure on Seaview Windshield Insert. Attach deck 
hinges to dash and install S/S pipes. 






